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ABSTRACT 


A magnetic tape transport system employing stepper motors has been 
investigated and developed. Before the investigation of the system, a 
mathematical model for a four-phase permanent magnet stepper motor was 
developed and its behavior studied by computer simulation. 

At the beginning, a system was proposed employing a single tension 
spring between the take-up motor and its reel to maintain a tape tension. 
From computer simulation it was found that such a scheme does not regu- 
late tape tension within acceptable limits. A new scheme was proposed 
using two tension springs between the two motors and their reels. From 
the simulation it was shown that this scheme is acceptable since the 
tape tension is kept between the specified limits and the stepper motors 


execute the tape transfer commands without any failure. 
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I. INTRODUCTION 


Variable reluctance and permanent magnet stepping motors are an im- 
portant class of digital actuators which allow digital data to be converted 
directly into mechanical displacement. The motor and drive system con- 
verts each step command into a rotation or translation step of fixed 
size. At high stepping rates or underload or for some step sequences, 
the motor will fail to execute the step commands. 

The limits on the motor response depend on: (1) load inertia, (2) 
load damping, (3) motor characteristics, (4) stator current, (5) load 
torque, (6) stepping sequence, and (7) driver characteristics. 

Analytical models have been developed which describe the effects of 
stator winding self-inductance, mutual inductance and back EMF [1]-[2]. 
For a voltage source drive of the stator windings, the simplest model 
is fourth order. In order to get high stepping rates, drive circuit 
characteristics have approached those of an ideal current source. In 
these drives, the effect of stator inductances and BEMF voltages are 
minimized. Thus, these high-performance systems can be represented by 
a mathematical model which assumes the stator windings are driven by a 
current sources Such a model is a non-linear second order differential 
equation, 

More information on the physical construction and operation of the 


stepping motors are included in References (3)-(6). 








II. MATHEMATICAL MODEL OF STEPPING MOTOR 


For a permanent magnet stepping motor with drive circuit character- 


istics approaching those of an ideal current source, the model is 
29 + 08 + 1(0) = 7, (1) 


where J = motor and load inertia, D = motor and load damping, O = angle 
of the shaft,  T(9) = motor torque, and Тү = load torque. The torque 
of the motor depends on the angle of the shaft, 

A torque angle T(8) relation can be obtained by applying a steady 
torque to the motor and measuring the deflection of the rotor from its 
equilibrium with the windings energized. The applied torque necessary 
to deflect the motor to any given angle is a periodic function of the 
angle of rotation. Very often the torque-angle curve is very nearly 
sinusoidal. This is especially true for permanent magnet stepping motors 
whereas the variable reluctance motors tend to have a torque-angle 
characteristic which is much less sinusoidal but is, of course, periodic 


в. Thus 
Т(Ө) = ТМ sin(A9) (2) 


The maximum applied torque, TM, is a linear function of the field 


current (I) and the number of windings excited. 
TM = K *(I) (3) 


This relation applies for most motor designs until stator saturation 
occurs. In this case, we assume no saturation, so equation (3) is valid. 


Thus equation (1) becomes: 
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Jë + DƏ + ТМ. зіп(АӨ) = i (4) 


Normalizing (4) we get 


Чы а : _= 
TM 9 + TH Ө + sin(A9) = Tr. (5) 


where Т, is the ratio of load torque to the maximum available torque, 
It is useful at this point to define a new angle variable which is 


independent of the motor design. Allow it to be called the electrical 


angle (X) 
ee доб (6) 


By substituting this change in the variable into equation (5) we get 


1 Dos... = 
Em Х + NES sin(X) = T, (7) 


It is clear that the equation (7) is a second order non-linear dif- 
ferential equation with a natural frequency and damping ratio which can 
be defined as 


= (AB) (8) 


со» 
< 
И 
~ 
E 
= 
tol 


equation (7) can now be written: 


Es A 24% + sin(X) = 7, (9) 
Я п 


It is useful, at this point, to change the time scale in equation (9) 
to make time dimensionless and so reduce the number of parameters associ- 
ated with the motor. To do this, a new time, Ü, is defined which is 
equal to real time multiplied by the system's natural frequency as shown 


in equation (10) 


со» 


АТМ 


p MM UE (10) 


By making this substitution in the system differential equation, eq. (11) 


Ii 





results which is now dimensionless in both magnitude and time, 


ax 
ал” 


From this equation it is seen that the form of the system response 


» 224 + sin(X) = 7, (11) 


depends on only two parameters- the dimensionless load torque, Т; апа 
the damping ratio, f. 

Equation (11) describes the behavior of the motor for a fixed winding 
energization and load torque, for any given initial values of rotor angle 
and velocity. 

A. THE PHASE PLANE 

It is useful in non-linear equations of the form of eq. (11) to plot 
the normalized rotor velocity (dX/dt') versus the normalized rotor pos- 
ition, X, for a fixed load. 

Such plots can be found in reference (7). A solution to eq (11) 
for a given set of initial conditions (dX/d 2) and X will be a curve or 
path in the (dX/d 4") versus XZ phase plane, When stepping, as the motor 
is subjected to a step command, which is a step change in the winding 
excitation; the rotor may be at any angular position and travel at any 
angular velocity. So, it is useful to look at the response of the motor 
when it has any arbitrary rotor initial position or velocity. 

In the phase plane plots for T, equal to zero [Ref. 7], it can be seen 
that the stable equilibrium points are located at X = 0 22nrt and the 
unstable equilibrium at X = inte Also, it can be seen that since there 
is a trajectory which goes through the point (dX/D~) = 0 and X = -n and 
another which goes through (dX/d +) - O0, X = +n, these two trajectories 
are known as separatrices. They enter the two unstable equilibrium 


points, These separatrices are very critical to the behavior of the 
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stepping motor responses If the motor trajectory is forced (due to a 
step command) to cross a separatrix, then motor failure occurs. This is 
why it is necessary to be careful when stopping or starting the motor. 
If after the last step command the motor response ever crosses a separ- 
B it will lose step. 

It can be seen that changing the damping f and the load torque the 
shape of the separatrix and the trajectories change. Also, it can be 
seen that the stable equilibrium points are shifted to the right by 


the load torque when it has positive value[7]. 


В. START-STOP PERFORMANCE 

When we investigate the start-stop performance of a motor, we are 
really asking what happens when we subject the motor to a finite num- 
ber of step commands applied at equal time intervals. We would like 
the motor to execute this burst of pulses without losing step. For this 
reason, we ask how short can the interval between the applications be, 
before the stepping motor will fail to execute these steps by losing or 
gaining a step. This question can be answered from the phase plane 
plots [Ref. 7] although in eq.(11) no stepping rate is implied. 

When we give a step command to the motor, we want it to step through 
a rotor angle, ЈЕ which is determined by the motor geometry and winding 
energization. To this angle os corresponds an angle X, equal to AG. due 
to equation (6). 

For a four-phase motor the step angle, X, is one-quarter the period 
of the torque-angle characteristic curve; so that X. is equal to п/2. 

Consider X to be a position error and especially an error of the 


electrical angle. When a stepping command is applied due to the change 
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of the winding excitation, the equilibrium point jumps 5, radians to the 
right; so, the rotor will start rotating under the law of eq (11) on a 
trajectory of the phase plane with initial conditions the values of dX/ 

d Y and X immediately after the changes Thus, at any moment the value of 
X will indicate the electrical angle error. If after the application of 
a number of steps the value of X is zero, that means that the motor has 
executed the commands without failure, 

Notice that in the case of & four-phase motor if the value of X is 
n times 2 t that means that the motor has gained four times n steps of 
physical angles This is true because in a four-phase motor for a given 
configuration of winding excitation, the equilibrium points are four 
physical angle-steps apart, 

A graphical method is described in Reference 7 that illustrates the 
behavior of a four-phase stepping motor when six stepping commands are 
applied with a period of one time unit. The parameters of the motor are 
the damping factor % equals 0.125 and the load torque E equals zero, 
It is shown that the motor is able to execute this burst of commands 
without any failure, 

To verify the graphical method, a computer simulation was run. 
Equation (11) was taken as the model of the stepping motor under all the 
assumptions for which this equation is valid. It was assumed as before 
that f equals 0.125, load torque, 2 


stepping commands equals one. The number of stepping commands was 24, 


equals zero and the period of the 


Figure 1 is the plot of the error of the electrical angle in radians 
and the speed in radians/unit time, It can be seen that eventually the 


average speed becomes 1,57 radians/unit time which corresponds to the 


required speed for one pulse occurring every unit time, It can be seen 
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also, that after the shut off of the motor, the speed and the error os- 
cillate and eventually they become both zero, meaning that the motor 
mmo not fail. 

If the rate of the input step sequences is increased so that the 
changes in step commands occur at time intervals of 0.8 time unit, then 
a different situation occurs. The same graphical method again is applied 
[Ref. 7] for this case and it can be seen that when the fourth step com- 
mand is applied the error moves across a separatrix and now the motor 
moves along the trajectory which will actually cause a decrease in speed 
rather than an increase and so it fails to step. Notice that the motor 
would slow down and begin to move to a new equilibrium point en radians 
to the left. The application of another step would drive it further to 
the left, so that the motor would tend to stop. Thus, for a stepping 
period of 0.9 units, the motor cannot execute the burst of commands and 
will therefore fail. 

Figure 2 is the computer simulation of the execution of 24 step 
commands 0.8 unit time aparte It can be seen that the speed during the 
first and second step increases, but when the third and later fourth 
step is applied, the speed decreases. After the fifth and until the last 
step, the speed oscillates (without stopping) around its equilibrium po- 
sition, After the application of the last step the rotor oscillates and 
eventually stops. The value of the electrical angle error is -31.4 
which is -5 times 2r. That means that the motor lost 5 times 4, 20 steps 
and it executed only 4. 

The fact that the computer simulation gave the same results as the 


graphical investigation on the phase plane proved that eq. (11) is a 
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valid model of the stepping motor under the assumptions that the drive 
circuit approaches an ideal current source,which produces square wave 


current pulses and also that stator saturation does not occur, 


ТТТ. STATEMENT OF THE PROBLEM 


A transport system is to be developed for a magnetic tape memory. 
The concept is new and is as follows: 

a) The tape will be stored in a cassette from which it will be with- 
drawn for recording. 

b) In the memory system, the tape will be stationary and the heads 
will be moved for both writing and reading. A rough approximation is 
ШІ раге 3. 

c) To advance the tape, each reel is to be driven by a stepper motor. 

ШГ То Тэс acceptable tape tension, the take-up reel will be 
connected to the motor through a spring. 

e) Pulses applied to a motor can be counted, pulses due to reel 
motion can be counted by an optical sensor, The difference in count is 
a measure of spring deflection and thereby of tension, if the radius of 
the tape around the reel is known. 

f) the desired tape tension limits are 0.2 to 0.6 pounds in order to 
maintain an air cushion between tape and heads, It is not acceptable 
that the tape tension ever be reduced to zero because the tape will be 
injured and possible the magnetic heads also, 

An algorithm should be found for the control of the motion of the 
two reels, in order that the tape be transferred rapidly and smoothly. 


Also, step sequences should be developed so that the stepping motors can 
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Geometry of the System 


Read-Write Head 





Figure 3 
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start and stop without any failure. This way, the request file, which 
will be located on a know portion of the tape, will be transferred 
quickly and placed around the drum, 

Data and Specifications 


Reel radius : 0.461" (empty) 


отед" (Ти) 


ee 


Drum diameter 2222" 


Drum speed Т ЛОО RPM 


ee 


Optical encoder 200 counts/revolution 


110 steps/second 


% 


Maximum reel start/stop rate 


Maximum slew rate 1000 steps/second 

Stepping motor :  four-phase 
200 steps/revolution 
Maximum torque = 1.055 in/lb 
Moment of inertia = 4.9 2-5 іп/1Ъ/ 


sec 
Moment of inertia of tension 


spring and take-up reel (empty) 1,04 E-4 ШАН Се 


Moment of inertia of reel (full) : 1.34 E-4 in/lb/sec* 
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IV. INVESTIGATION OF TEE PROPOSED CONFIGURATION 


The proposed scheme for the tape transport system is shown in figure 
four. For simplicity and because it is not important in the following 
analysis, the drum and the optical encoder have not been included, 

The main concept of the logic of the operation is that one motor 
Will be the master and the other will be the slave. In the forward di- 
rection the master is the take-up motor. In rewind it is the supply 
motor. The following is a description of the operation of the system 
while in the forward direction. 

When a command of a certain amount of steps has been applied, the 
gate A opens and clock pulses are applied to the drive circuit of the 
master (take-up). The gate A remains open until the number of applied 
pulses is the number of steps that have been requested. When the ten- 
sion of the tape, which in a real system will be monitored through the 
optical Е. дет. exceeds a certain threshold, the gate B opens and 
asynchronous pulses will be applied to the drive circuit of the slave 
(supply motor) in order to relieve the tension. Gate B remains open 
during the time that the value of the tape tension is greater than the 
threshold. Since, in general, the radius of the tape on the supply and 
on the take-up reel are not the same, the two pulse trains cannot have 
the same frequency. Actually, the frequency of the pulse train appiied 
on the supply reel should be R/R, times the frequency of the other 
pulse train; where Ry and Ro are the radii of the tape around the supply 
and take-up reels respectively. 


C is the value of the spring constant for the tension spring. CT is 
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the value of the spring constant for the tape when we model it as a 
spring. The model of each stepping motor has been taken as that of eq. 


(11) under the same assumptions; therefore, the model of the system is: 


(J, + 31) 6) + Dro ЕН О о (12) 
О, + 08 + C(05-0,) * TF R5 - 0 (23) 
2,8, + 0.6, + (Ө, -8,) + Tysin(50@,) = 0 (14) 
IF = CT (R50, - #0.) (15) 
where Ja = moment of inertia of the motor, 5, = moment of inertia of the 


supply reel, 7 = moment of inertia of the take-up reel, D- = the damping 
of the supply motor and its reel, р, = the damping of the take-up reel, 


D3 = the damping of the take-up motor, 9, = the physical angle of the 


rotor of the supply motor, 9> = the angle of the take-up reel, 9, = the 


physical angle of the rotor of the take-up motor, and TF = the tape tension. 
If we call Х, = 50 94 and Х, = 50 9, for the same reason as was done 


in the modeling of the stepping motor, the model of the system becomes: 


(ЈА + лу) 2/5020 + D, - X,/50.0 + T,sin(X,) - TFR =0 (16) 


3,0, + D,0, + с(ө, -83) + TF-R, = 0 (17) 
7, Х./50.0 + D, Х./50.0 + с(9--0.) + Тозїл(Х.) = 0 (18) 
ТЕ = CT-(R,0, - R0.) (19) 


The above model of the system permits the tape tension (TF) to take 
positive (stretch) and negative (compression) values. Actually, the 
physical tape, of course, cannot take compression forces but since we 
Will not permit the tape to become loose this model is acceptable and 


it is not wise to investigate a more realistic but more complicated model. 
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Also, it has been assumed that the values of Јаз Joy Ry y Ro do not 
change with time, since the intention is to transfer a small amount of 
tape from one reel to the other. 

The simulation was run with all the tape on the supply reel. The 
rate of the stepping commands applied to the take-up reel is 500 steps 
per second, The threshold (TFL) for the tape-tension was set to the 
value of 0.4 pounds, which is in the middle of the tension limits. 


There was not any data for the values of р; D; D It is known that a 


ЕМ 
typical value of damping factors for the stepping motors is 0.125, so 


from eqe (8) it was found that: 
T 1. 
D, - 24(A7,75)* - (2)(0.125)(50 4.9 Е - 5 1.055) = 0.0127 


For the value of D^ two cases are simulated where D, - 0.0 ала 2, = 0.005. 


2 
The value of D, was taken again from eq. (8) so that: 


2 


2. 2. 
Dj 2 2 f(A(J, * 34) 1,)% « (2)(0.125)(50(4.9 Е- 5 51.24 Е- 4) 1.055)% 
= 0.0245 


At the beginning it was thought that the main problem would be to keep the 
take-up stepping motor from gaining or losing steps but simulation showed 
that the real problem was to keep the tape tension in the acceptable 
limits and non-negative, 

The assumption was made that the tape can be considered a rigid ele- 
ment meaning that CT is very large. From eq. (19) 

Код = R8. and (20) 

Ro, = 519) (21) 
which means that all of the tape that comes out from the supply reel goes 


to the take-up reel. But, due to eq. (17) and (21), at the moment of 
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stepping command to the supply motor the angle acceleration exhibits a 
discontinuity as does the tape-tension. Actually, when a stepping com 
mand was applied to motor number one (supply) the simulation showed that 
the tension was jumping from positive to negative values which was totally 
unacceptable. 

A lot of attempts were made to solve this problem by increasing the 
threshold (TFL) of the tape tension from 0.4 to the upper bound 0.6 and 
using different values for the spring constant C. In spite of all these 
trials, the tension became negative when stepping commands were applied 
to the supply motor. 

Then it was assumed that CT was not large. It was found that for a 
value of CT less than 10 pounds/inch the tape tension could be kept be 
tween the limits. In order to increase this limit of the 10 1b/in, the 
drive scheme of the supply motor was changed and immediately when the 
tension exceeded the threshold (TFL) a stepping command was applied to 
the supply motor, So, the value of TFL was set to the upper limit of 
0.6 1%. This new scheme did not improve significantly the value of CT. 
Thus, the start-up problem appeared to be solved. (Note: independent 
calculations for the spring constant of 3/8" Mylar tape in tension in- 
dicates a spring constant of 9.7 lb/in, so the simulation value of 10 
lb/in was considered close enough to demonstrate feasibility.) 

However, the problem of stopping the system had not yet been con- 
sidered. Simulation results showed that the tape tension dropped below 
zero. This was caused by the stored energy in the supply reel inertia, 
An attempt to solve the problem by having both motors shut off simul- 


taneously was not a success. In figures 5 and 6 are seen plots of the 
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error of the electrical angle of both motors and the tape tension, when 
we shut off only the take-up motor and the supply motor is left to be 
shut off by itself when the tension stops exceeding the threshold, 

In Figures 6 and 8 there is damping on the take-up reel. It can be 
seen that the tension fluctuates more in that case. Notice, that when 
both motors are shut off and since all the tape is on the supply reel 
the tape tension produces a moment high enough to drive the supply 
motor and force it to gain steps. Since the main interest on these plots 
is the fluctuations of the tape tension, it was preferred that a scale 
show these fluctuations clearly but clips the error of electrical angle 
of the supply motor, 

In order to keep the tape tension in ihe limits during the shut off 


period also, a spring was added between the supply motor and its reel, 


Ve INVESTIGATION OF THE SYSTEM WITH SPRINGS ON BOTH MOTORS 





In the investigation of the previous system it was shown that when 
the stepping commands had been completed and the take-up motor was shut 
off, tbe tape tension started to oscillate and to take negative values. 
In a real system that means that the tape is getting loose and damage 
would result. 

In order to solve this problem, a spring with the same spring con- 
stant was added between the supply motor and its reel. The system con- 
figuration is shown in Figure 9. Notice that the only difference from 
the previous scheme is the second tension spring. 


The model, then, of this system is: 


J,9,+ D8, + c( 8, ~ 95) + T, sin(50 ө.) = 0 (22) 
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Te + D0, - TFeR, + C(8, - 01) - 0 (23) 
758, + ДА + TF-R, + C(9, - 0,) -0 (24) 
3,0 + 5,6, * C(6, - 0,) + Tysin(50 0,) = 0 (25) 
IF = CT (R50, - 8,9) (26) 
where the Jas J15 Jos ВА » Ro are the same as before, 

If the following new variables are added, then, 

Х = 50 6, (28) 

X, = 50 0, (29) 
Then the equations of the model become: 
7, X,/50.0 + D,X,/50.0 + T,sin(X,) + (0, - 9,) = 0 (30) 
7,6, % ШО, - ТЕҢ, + C(8, - 0,) =0 (31) 
7,9, + 0,8. + TPR, + 6(0, - 0,) = 0 (32) 
7,5/50.0 + р,Х,/50.0 + Tosin(X,) % С(0, _ о у= (33) 
TF = CT-(R,0, - 8,9.) (34) 


It was assumed, at the beginning, that all the tape is on the supply reel. 
This was simulated and a few hundred steps were applied to the take-up 
motor, 

Because the amount of tape that is transfered is relatively small, 
it was assumed again for simplicity that the inertias and radii of the 
reels do not change with time, 

It was found that, when there was no tension on the tape, it was 
possible to apply a stepping command burst with a rate of 1000 steps per 


second right from the beginning and the motor was able to execute them 


за 





without any failure. Then another test was executed, 

One hundred steps were applied on the take-up reel in order to es- 
tablish a pre-tension of a value of about 0.38 lbe After pausing a cer- 
tain time in order for the system to settle down a few hundred steps 
were applied. In this case, if they are applied at a rate of 1000 per 
second, it was found that the take-up motor fails and cannot execute them. 

Instead, the first six steps were applied at a rate of 500 steps per 
second and the following at a rate of 1000 per second. In this way, the 
take-up motor executed them without any failure. Also, the effect of 
slowing down the take-up motor for 30 steps before its shut off was 
studied. It was found that this procedure provides a smaller amplitude 
of oscillation of the tension after the shut off. This is shown in 
Figures 12 and 13. The last 30 steps were applied at a rate of 500 
per second, 

From Figures 10, 11, 12, and 13 it can be seen that the tape tension 
is kept very well within the limits without any significant oscillations. 
and D. of 


2 9 
the supply and take-up reels were equal to zero. This is shown in 


Except in the case where it was assumed that the damping D 


Figure 14. 

Then it was assumed that almost all the tape is on the take-up reel 
and we want to transfer a few more, In this case, the supply motor must 
have a speed of 2,565 times more than the take-up motor. It was found 
that if we establish a tension on the tape and then apply stepping com 
mands at a rate of 500 per second then the supply motor fails to start 
and that as a result, the take-up motor fails also. 


Then the commands were applied at a rate of 357 per second and the 
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supply motor was able to start. During the transient tine, as is shown 
in Figures 15 and 16, the supply motor loses 4 steps but this is not so 
important since the tape tension is kept in the limits and the take-up 
does not fail at all. 

Figures 15 and 16 show two simulations with spring constant equal 
to 0.2 and 0.4 respectively. Since the take-up motor turns at a low 
speed, slow down was not applied before its shutting off. The two 
springs were chosen to have to same spring constant in order that the 
system would be symmetrical with respect to the direction of the tape 
transfer. In this way, the same strategy of controlling the motors can 
be used no matter if the tape is moved forward or in reverse. For this 
reason, transport of the tape was investigated for one direction only. 

In the system that had only one spring, it is easier to drive the 
take-up motor than tne supply motor since the load at the first is de- 
coupled through the spring. So, two different strategies of sequence 
of rates of command application should be developed, according to the 
direction of the tape transport. 

It was found that as far as the tape tension was concerned, the 
value of the spring constant was not very critical. The tape tension 
remained within the limits and with very small fluctuations, for values 


of spring constants equal to 0.2 and 0.4 inches per pound ver radian. 
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VI. CONCLUSION AND FUTURE STUDIES RECOMMENDATIONS 





The investigation and the computer simulation of the magnetic tape 
transport system employing two tension springs proved that such a scheme 
fulfills the specifications that were set for a quick tape transfer and 
the maintenance of the tape tension between desired limits. 

The knowledge of the value of the tape tension at any instant of 
time is essential for the algorithm of the operation and control of the 
system. In a real system, an optical encoder is proposed to be used on 
the take-up reel in order to measure the tape tension. Pulses applied to 
the motor can be counted; pulses due to reel motion can be counted by 
the optical sensor, 50 their difference is a measure of spring deflection 
and thereby of tension if the radius of the tape is known, Thus, the 
take-up reel should not vibrate too much because it will cause an in- 
correct estimation of the value of the tension, 

Fortunately, the vibration in front of the optical sensor will give 
an estimation of less tension than its real value and the supply motor 
will not turn so the tape is not going to get loose. However, accumu- 
lative errors can cause the tape tension to maintain higher and higher 
values until the tape is deformed. 

The investigation of this problem is very critical, since the control 
of the system is based on the assumption that the correct value of the 
tension is known. Any accumulation of error more than 0.2 1b, if the 
threshold is set to 0.4 lb, will cause the tension to exceed the upper 


limit. This problem was not investigated due to lack of time. 


When all the tape was on the supply reel, the take-up motor could be 
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driven at a speed of 1000 steps per second without any failure. When 
all the tape was on the take=up reel, its maximum speed was found to be 
357 steps per second. The optimum speed of the take-up motor between 
the above two extreme cases should be investigated in order to have the 
fastest tape transport, 

It is recommended that the speed of the take-up reel should be 1000 
steps per second until half of the amount of tape has been transferred 
from the supply to the take-up reel. Then the speed of the take-up 
motor should be reduced piece-wise from 1000 to 357 steps per second un- 
til all the tape has been transferred to the take-up reel. 

Other algorithms can be investigated if ihe motors are to be driven 
at higher speeds and without restricting the non-negative tape tension 
limits, as is the case for slewing. 

An algorithm that can be investigated is that after pre-tension and 
with and appropriate starting stepping sequence, both motors start 
simultaneously. 

When the tape tension exceeds an upper threshold, the supply motor 
should be accelerated to relieve the tension. When to tension exceeds 
a lower threshold, the supply motor should be decelerated to build up 


the tension again, 


43 





QN33 OO0TsS3NA1'S*0-23' VOS 10149 
ж 00 WuVdilO ld * 1014d// 
YHS=dS10%*20NSI0=393S=70A*0€ €€=1 INN*D*%%009=NSO 00 8114315%101714// 
V=LNOSAS *=NSO 00 ІМІНЯ45А5%2// 
40 15 
0ON3 
(10 IdN)MSON3 11У2 
WNIWYSL 
(2Х 3411 0: 11 2 
(TXSSWIL STS T)OMYG II) 
JidWVS 
а0%0-5130%60%0-17130 *0*05=HIANIJ 71Ч1М02 
x 
а315М 01 ж 
ЛУПОЗ 5340238 Я МЗНМ 54015 594415 JO NOILVIIddV 3H1 х 
YOLOW 3Н1 МО 031144У. x 
N338 ЗЛУН ЈУНЈ 594415 30 а АЈ 3H1 SANNO9 Я JHL ж 
0*0-V(d31SN*39*»)JI 
d *52 
ж 
Vx V13HI- TXz TX(0* T* 39 * d) dI 
(Zd* Id) S WNdWl=d 
8 °O=cd 
60*0=Td 
535 1094 AINdANI 30 NOJAVIINIO * 
Ж 
J IHVNAO 
* 
(1002Х24020) 1491М1-2Х 
(TXINIS=CX*V132%0*2-=1002 X 
(1001Х 020) 19391М1-1Х 
2¿X=1001X 
ж 
1300и JHL 30 5МОТЈУПСЗ * 
x 
ЗІП023Х3 0: ж 
YOLOW JHA INYM JM 543415 30 YJƏWNN SHL SI 4315М ж 
0%%2-4315М 
xk 
0%2/14-УІЗНІ 
T1210 dN 
LOIdN YIDINI 
0*T«sV*'0*0zM'926ST* T*€21d*S521*-V132 WVuWVvd 
ж 
** NOIAVINWIS YOLOW 9М144315 жж 11111 
ж 
00 104М1“150// 
150 33X3 SIHILOS// 





10.0 


16.0 


45 





DSL 
TAPE TRANSPORT SYSTEM ** 


EX EC 
ҙ 


DD 
E SPRING 


E lu 
Qu d 
nam 
“ыы ан 


.000.03-.012Т7,ТҒі-.4, Т1-1.055,Т2-1.055,.. Ф 


245,02 


+O ef 


THE NUMBER OF STEPS WE WANT THE MOTOR 


000049 ;,... 


> ©) е er 


THE MODEL 


0 


e 
(Cu. 
“О >< 
= LL 


(-D1*Xx2/50. 0-TI*SIN(X1)+CT*(R2Z*TH2-RÍI*TH1)... 


w o 
=) О 
NA 


UJ eet OL) DK Dee 
рење ги 


«TOD СЕ“ ОШО (OX e Z me 


OMNO өзі ес е 


СОЈ С) не 


И ечеч и си oua ur 
TOONS | О Za T«r 
DOOLA New Z= 


DO” e oaj V c 
5 .• • • соса. 2 Ош 
СО • 20 wD 
ені оО = 
IN" || || || 02 = 


оо др Се“) Сос) СО е 2 + + = 


Cy 
uJ 


ж 
INTEG 


Q-C 
euo 
ed om СУ 
>< xXx 


l)*R2-C*(TH2-TH3)-02*TH2DOT  /J2 


- C*(TH3-TH2)-T2*SIN(OX3) 1*(50.0/ JA) 


L(0.0,X2D0T) 


= j = ij pe i e Z% 
Sp а је мозе С) ич Џо 
me Dom CO  С3 1162 
исиеисчејеЈи 
QUO sp TL 
>< >< < þan jo 


*R1) 


= 
a 
=) 
E 
ы 
© u. 
N =з = e 
Шш. 
cc сс cc 
uJ ш ч шш 
с со өө! 
= = 22) = 
=) > < > 
= = z 
Nm 
сс e = ш 
© = ч ще 
= = = = 
О =) 6 
> > < = 
c а 
СО О ш 
= = 2 j= 
жі UM 
Uo N = 
uJ шш = 
un 22) хь » 
m = 2 - 
=> => = до 
Q а. u =) 
ЗЕ >< 
= = Nm 
= =) БШ өе WW 
С. а. OONA 
Z 2. <I OLALINWA Ш 
= = TZ «<p 
VY) <{ mam A. Y) 
uJ ~) ~ ој СС 
2 NT СО E DK fe om 
= ав NJIAI+>X 
зь 0 OT” 
u. «и 36 = und Dun Био јо > 
OW биш ишш ш 


N œ NNO L uJ 
Z2O0NNZOXM ика 
O Ao O OON JUJU ве + а 


оор 40-22 11«їь. 
С21| 1| ын Nae Y) 


ЦМ Це IIIuJ 
OZA Zad a a L ee et 
wt LLJ UJ = СУ 
=O о Eu. «ш 
< Q x 
= 
> 

+ С + + + + жж 





HAVE BEEN APPLIED 


ОТОК # 2 IS ENERGIZED (DUE TO A STEP COMMAND) 
ED BY THETA 
STEPS THAT 


E M 
DUC 
A 
F 


Y IF THE TENSION OF THE TAPE (TF) 
IT TFL 


> 


> 
a 
e 
ш 
Q 
< 
en) 
Q. 25 
ЫЈ ЫЈ 
с“ көші 
- 
uJ о. 
с В. 
< 
к- 
WY ©. 
ы uJ 
= ш 
-— [e 
C 
ia ad Су: ш 
ч uJ = 
O ea «T 
мас a 
WY = 
- 2 ке 
Е «t 
= x ще 
O == 
ш pem 
= © (9 
= = e x 
= ш > 
ш нэ а. 
ш E un = 
= ~ == 
< < u. A. 
9 сс О =—4 > 
Ош од 
ш Cas & © Сб 
EI Бо ш 2000 
СОО = | е c e 9-7 
о о Dmm 5 OOX 
Om а. са + > НИ > 
ии cs) tz Z aeu 
ве = СС «4 |! -- 
9 OXT иш ml е 
те с TNA Dm 
aed ©) Ulm нь ш ex 
ши c eoo Hi e 
мер» С) 4% YN) дем 
tt - Dem =СС2 С 
Fu ос < ZO ell e 
JO E шш lS 
оо» * WOO DONA 
шш A = 6602.005 O 
= j Sh fame Sh <=> + Xx O 
мече СОС) —”— Nas LL LJ C 
шина и! TULU o 
mo SS OL Uje О 
ШЕ ще 2 =! 
b р FO t= 
вэ mI «с 
2" DO 
Oœ zZ 
+ + + + зе ++ Daum 


47 





Сүз 
• e 
% Е- 
ə O 
> = 
> 
ж 3 шы» 
+ O > 
! = 
= = 
ш Шш. е = 
= == e Z 
Л за е = 
> m - 3 
9 e e 
m . ш 
= e О ТЕ 
се • u 
СЭ O ӨСУ ©? 
a. ii ee Q. 
Чэ “Р eO ш 
= e е = 
< E OO WM 
сс Та at | 
= © OZ tu 
© о" O 
шэг % Or 
Mm «a. о eN QA 
C et |,» ОС ш 
- (^ e Нил © 
+ ° Oe =x = 
Or" СО a ee С} D 
ш 2 а Де е тој Z 
xD - OO en e 
wow о ОЈ смо ш 
а. > • • • е oO Ii ще 
N Оо «ООО u > 
Фо оин ча ш 
O Doe МО = о 
ESF Ко С С Џеог-. 4 "ТТ Чејеј је 
— 920 СО) о elim е е () 
MA. ичо КА ео Оа. Ш 


еа -DONNDN IH ОШ 
се Fe “OO HO ONY at LW 
= © ӘОО"4ООС ell“ 
oy Zo... es OAZO 
QU TODD em ely ft 
NO Chi wt wo а 
МЭ Тэн Сун |} ed CA 


ЭЗЭ Оу Се сос) «f zT 3t d$ 36 38 ЕЗ 


TO ESTABLISH TENSION 


THE 100 STEP COMMAND IS GIVEN 
THE TAPE 


ON 


*T43-R1*TH2] *kR1*€C*( TH2- TH1)1/J1 
) 
2*TH3-RI*TH2) *R2*C*( TH3-TH4))/J2 


1*SIN(xX1)+C*(TH1-TH2))*( 50.0/JA) 
2*SIN(X3)+Cx*(TH4-TH3))* (50.0/JA) 


~ NJ 

же Се xo 

om CT war «Те 
me Б СЗ = 
24 eO -ReOlcRO 
ш mee ORD =+-а=от 
e OCON el ООО ei 
22 С ето С еого--х 
= ON eO ПОЗЕ Om 
жил» eOO0 oix DD 

ш е“. eO wA 9. Dun | 


© 
e © Ф- NH OF Ow - 
Nu u С еј СО +» 
SOM Occo lO. ZON 
— — LL OJCC че СС СО e d CC CC CO m СС 


X 
б 
R 
T 
X 
0 
R 
T 
H 


о О ООСС 1 Oke WE KD 1 C9 И | ~ 


= i i ZX i 11b gig zt) 
Oe aq O X | Де 2 O Xle Lp SOX Hle 
— О a Jal ade Jal | (ОТО 
A ЛИ анса печемо ио Н усл | 
Ва Шо 2 ос ү 


cc 


ш 
QO 
к- 
= 
== 


Zhe D DCX X jm þe j XK >L L XL þe þm jar þe 


Cy 
ш 


INTEG 


5 


ж 


DYNAMIC 


R2STR=NSTEP-30. 


LOWED DOWN 
HIS 


OR В 15 5 
ы ІТ TO SLOW DOWN ТНЕМ Т CARD MUST 
p 


E SHUT OFF THE MOTO 


ш сш 


+++ ++ 





OR NUMBER 2 


0 
0 
0 
INPUT PULSES TO MOTOR NUMBER 1 


өтті үний СОЈ = 
Z e e ^2 ОСИ 
Ome UW JOON. 
тС) ај ны} Ont = 
== oe è Qm ŒA. 
ТЕМЗЕ <ЧО ~ 2: 


CÓ oo С || || эм 
DELL М Ny H 
Zr 94 2 =) 
ш ы 


c O 


COMMAND) 


49 


e 
ш 
= 
vn» 
«t 
О 
ім» 
uJ СЭ 
Ж > ш 
о C Е — 
жей > =] Lis 
жю с. рээ 
Q e = ~ 
= U ЫЈ < 
> O ғы ЫЈ 
ш. = Z С. 
Y Са ЫЈ < 
< uJ сс ш - 
coa ш co 
VY) = = ш 
. ч“ > uJ ш E 
Z > же 
72 uo «t 
> uJ — <f T uL 
«t 2 ік» = 
шей к= (yu) = 
Со == < = 
< = See е O 
се б. = =ч 
uJ 2» сп 
z — се со N 2 
= v © а ш 
2 |ј- СО ш - 
= Сш іне 
зы >» ЖТЉољ uv uJ 
ШЕ = Ту« EIS 
=~ = uJc LL E o) 
vas HE e uw О LL. 
ЗЕ Tc I ur 
ооо эе м md 
miu © ew Ne di Ін» 
Ц ејОоО а. С | ес > (2 О 
= сом?) Ш с) 57 —-— e 0 
Lace  UJuj»« 4-75 == С) і 
N< mr AIN (лі СУ Oæ li !! 
ovni CC) «rete il coco 
Woe eee TP СУШ =< 
T<++< а. < г Uu ~ 
вњ) таго) d Q. E =) 
үнэд нээ нэ рые С. ры JOO ЧЕ о< ЦЫ. 
ОШ WwW Mer «© го IEEE 
ОР шоч ш o 0 
Die pier Z  eZO Б Бш 
ЦЈ ЦЈЗЕ ЗЕ «1 CWS ет Си 5 
=} „ЈЕ СКД СО) ШОС uJ ее 
QU) wwe О ПО • •Ф 02: -ц и. 
= и dH и ЗР е ШЈ IY << нэ 
ІМ" NQ Www OW LL) ~ 
тїш ни шш I Nut, 
dad ad РЦ] монг ыы О ае а 
DE Ээ Тш ще 
E LL « ки "Су оо 
O 2 үзэ [= к=} 
+ 36 46 ж“ +++ + + > + + 


FOR THE MOTOR NUMBER 1 


STEP=300. 


0 
0 
М 


THE NUMBER OF STEPS THAT HAVE BEEN APPLIED 
0 
1 
) 


0.00930 


N ESTABLISHED A COMMAND 


O,DELS 


HAS BEE 
IS GIVEN 
=0.00005 


N 
i 


т 2 


a (A Lio 
>< >< - 
~ = = 
88188158) 
эж 
Da mar band 
=> jæ = 
> © © 
ed (NJ e 
Ф e e 
= ead cl 
== tapo Чай. 
DAAD 
=== 
СС су се 
боо 


—— 
ad od 1 
<<< 


QOO 





SER=DISKO2,DISP=SHR 
10.0 


CARD THE BUFFER OF 
16.0 


3330, VOL 


5 
Ер 


TAPE ON SUPPLY REEL 


E 


A 
Q,UNIT 
N 
F 
1.5 


5 


3 
S 
S 
R 
O,ALL 
НУТОЕЕ 
-10. 


D 
D 
D 
? 
u 
p 
ж 
0.4 
Е 75 


O Z Woot 
AOXOTWODON 
ме < || нээнэ eu. O 
-аш <<» 
ао је Јо СО) ич СО СО СО 

м ШО < си © 

се | О ОШ >» •2 

а. “ла. С ји > NO “а 

ee I en |o 

У к ш 7) 
ооо o 
СО. Pail Б.н SO 
сова е.а. A. NO «ч 
Zu O e 
ШШШ О) ++ (20 


CALL ENDRW(NPLOT 1 


TERMINAL 


50 





3. 


De 


б. 


7. 


LIST OF REFERENCES 


Kuo, Benjamin C., "Modeling and Simulation of a Stepping Motor," 
IEEE Transe Automate Contra» Pe 745) December 1969, 


Venkataranan, K., апа М. С. Monli, "Stability of a Stepping Motor," 
Proc, IEEE, vol. 118, June 1971. 


Cantoni, As, "A Stepper Motor System for Profile Following and Cutting", 
IEEE Trans, Industr, Electr, Contrl Instum., Vol. lECI-21, number 2, 
Мау 1974. 


Page, Wes "Application of a Computer Control to a Study of Open-loop 
Acceleration of Step Motor," IEEE Trans. Industr, Electr, Contrl, 
Instrun,, page 179, May 1975. 


Delgado, A., "Mathematical Model of a Stepping Motor Operating as 
a Fine Positioner Around a Given Step," IEEE Trans, Automat, Contr., 
page 391, August 1969. 


Robinson, De Je, "A Dynamic Analysis of Magnetic Stepping Motors," 
IEEE Trans, Industr., Electr, Contrl, Instrum., p. lll, September 1969. 


Taft, Ce, "Stepping Motor Failure Model," IEEE Trans, Industr, 
Electr, Contrl. Instrum,, page 375, August 1975. 


pu 





1. 


3. 


Le 


De 


INITIAL DISTRIBUTION LIST 


Defense Technical Information Center 
Cameron Station 
Alexandria, Virginia 22314 


Library, Code 0142 
Naval Postgraduate School. 
Monterey, California 93940 


Department Chairman, Code 62 
Department of Electrical Engineering 
Naval Postgraduate School 

Monterey, California 93940 


DOG. J. Thaler, Code 62Tr 
Department of Electrical Engineering 
Naval Postgraduate School 

Monterey, California 93940 


Professor A. Gerba, Code 62 Gz 
Department of Electrical Engineering 
Naval Postgraduate School 

Monterey, California 93940 


52 Тгауаатіс 


Ag.georgiou 52 
Halandri, Athens Greece 


22 


№) 








Thesis 192365 

T8228 Tsavdaris 

CE Design of a magnetic 
tape transport system 
employing stepper 
motors. 


L. 


4 
thesT8228 


DUDLEY KNOX LIBRARY 





